
Technical Datasheet

EKM Fuse 1836 BOX  

Plug technology without screws
Screws Terminal for cable connection 
Protection : IP54
Housing material: Anti UV Polycarbonate Class V2 Fire Retardant

Optional : Fuse Type or MCB Type
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EKM Fuse BOX
Fuse BOX

Technical Data
Input Current  
Input Voltage 

• 80A   @AC
• 500V @AC

Output Current  
Out put Voltage

• 16A   @AC
• 450V @AC

Fuses max. 10A  or 16 A / 400 V

Terminals  material
Conductor fixing material
Connect method

• H62 copper x4
• PA66
• M3 screws

Cable Connection Input: Max. three cables 2 x 6 - 16 mm²
Output: Max. three cables 3 x 6 - 16 mm²

Box fixing method Fixing lugs

Housing material Anti UV Polycarbonate Class V2 Fire Retardant

Ingress Protection IP54 IEC 60529 

Safety standard comply DIN 43 628 , VDE0660 part 505; EN60670-22 ; EN60670-1
MCB: EN60947-2  EN 60898-1

Dimension Fuse Type: L: 293 x W: 90 x H: 74mm
MCBType: L: 293 x W: 90 x H: 90mm

Certification
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Project Fixture# Date 

Firm 

Ordering Information
Choose the option that suits your need and write its corresponding code on the appropriate line to form the product code.

Example product code:

EKM-FUSE-BOX -
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Technical Drawing

Unit: mm
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Surge Protection Device
LED Special

M999-1200

Compact
Size

High
Surge

Special

Product Specification

Product Features

Product Applications

Common-Mode: Imax(8/20):10kA

L-N In(8/20):6kA,Imax(8/20):10kA

MLV L-N:1140V;L-G/N-G:1140V

Mounting Mode: Fixed

RoHS Compliant

IP 67

Panasonic MOV
Epcos MOV

Ordering Part Number: Example:M999-1200

M999 1200

Series Up:1.2kV

Package:10pcs/box,200pcs/carton

Product Type LED Special SPD

Input Voltage 277VAC 50/60Hz

Maximum Continous Voltage 320VAC

Nominal Peak Current(8/20uS)

Maximum Peak Current(8/20uS) 10kA

6kA

Surge Protection Voltage 10kV

Standard Leakage Current <5uA

Interface Type 3 Wires

Connection Type Parallel

Ingress Protection IP 67

Operating Temperature Range -40--+85°C

Dimensions LXTXW=47X36X49mm

Voltage Protection Level(Up) 1200V

Maximum Energy 820 Joules

Respone Time <25nS

Quality Assurance Five Years

Storage Temperature Range -40--+125°C

Relative Humidity <95%(25°C)

Above Sea Level <3000m

Desiged in IEC61643-11

Desiged in UL1449

Authentication by EN61643-11

Piece Weight:148g/pcs
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Certificate by: CE TUV
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Visual Error LED signal for protection path and load 
circuit interruption
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