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AG series waterproof ABS box

The AG Series waterproof box is made of ABS
material, and the waterproof grade is IP66. The
high-end waterproof box is divided into gray cover
and PC transparent cover. The four corner fixing
screws are plastic screws. The wall thickness of the
box is 3-4MM. The color of the box is generally
industrial gray. Other colors can be customized.
Holes can be drilled as required, and terminals and
joints can be equipped.

AG Series Dimension List
Part No. L*W*H(mm) Part No. L*W*H(mm)
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F&F-T series waterproof ABS box

F&F-T Series waterproof boxes are mainly divided 
into two types: F series and FT series. The
bottom box and top cover of F series are ABS
gray. The bottom box of FT series is ABS gray.
The top cover is PC transparent. There are two
types with ears and without ears. The square
screws are golden screws, which can be drilled as
required, and can be equipped with terminals and
connectors.

F&F-T SERIES

Parts

F series F series with side mounting bracket 4 fixing screws

F-T series F-T series with side mounting bracket 6 fixing screws
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F & F-T series waterproof ABS box

F Series

F-T Series

Part No. L*W*H(mm) Remark Part No. L*W*H(mm) Remark
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DA series waterproof Aluminum box

The cast aluminum junction box is made
of high-quality die-cast aluminum alloy. It has
a reasonable and simple structure, excellent
impact resistance, effective sealing
performance and good anti-electromagnetic
interference characteristics. Terminals,
buttons, circuit boards or other electrical
components can be installed in the junction
box for various industrial automation fields.
Can be drilled according to requirements, and
can be equipped with terminals and
connectors.

DA SERIES

Parts

4 fixing screws 6 fixing screws Cut out hole

Hinge cover With mounting bracket With mounting bracket
Hinge cover



Part No. L*W*H(mm) Part No. L*W*H(mm)Remark Remark

4 fixing screws

4 fixing screws
4 fixing screws

4 fixing screws
4 fixing screws
4 fixing screws
4 fixing screws

4 fixing screws
4 fixing screws
4 fixing screws
4 fixing screws
4 fixing screws

4 fixing screws
4 fixing screws
4 fixing screws
4 fixing screws
4 fixing screws
4 fixing screws
4 fixing screws
4 fixing screws
4 fixing screws
4 fixing screws

6 fixing screws

4&6 fixing screws

4&6 fixing screws
6 fixing screws
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DA series waterproof Aluminum box

DA Series Dimension List
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TC series waterproof box with terminal and connector

The waterproof box set is assembled
with additional holes on the basis of the
intact waterproof box, and then equipped
with suitable terminals and waterproof
connectors. The accessories are complete
and sold in complete sets, eliminating the
need for tedious classified procurement.

TC SERIES

Pipe joint + 
quick connector

Plastic connector +
TB terminal

Plastic connector+
TBC terminal

Plastic connector + 
UK terminal

Plastic waterproof box series

Alumimun waterproof box series

Metal connector + 
TB terminal

Metal connector +
TBC terminalal

Metal connector +
UK terminal
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TB series waterproof Terminal box

The terminal box is a box and terminalintegrated
performance. At present, the terminal
boxes we produce are divided into high and low
terminals, flat terminal boxes, and short-circuit
terminal boxes. Can be drilled as required, and
can be equipped with terminals and connectors.

TB SERIES

High and low terminal box

Flat terminal box

Short circuit terminal box


