
Technical Datasheet

INNO812

ZigBee Smart LED Driver -15W

     

ZigBee Smart LED Driver-INNO812 is a 12w Dimmable LED Driver with 1 channel  and 2 channel
constant current output and adjustable current, which enables it to be suitable for LED lights with
different current.  It enables smooth and deep dimming to 1% without flickering and buzzing noise.
The driver is designed with ZigBee control interface and can pair to ZigBee network and be
controlled from your controller or hub interface. The driver can be compatible with universal
ZigBee gateway. 
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INNO812
ZigBee Smart LED Driver -15W

Technical Data
Management by DM APP or IOT OS System
DM APP或IOT OS系統管理

• ON/OFF Setting and and ON/OFF Scheduling 開闗設置和程式設置
• System Lux level Setting with mapping with daylight sensor  系統區域的照度級別設置
• Light up Period Setting 點亮期間設定
• Lighting Scene Setting 照明場景設置
• Zonal Lighting Control區域照明控制
• Hold-time Setting with Mapping with Motion Sensor 保持時間設置
• Alarms Report 警報報告
• Energy Dashboards and Report 能源儀表板和報告
• Use time report 使用時間報告
• Stores last dim setting 存儲最後的設置
• Status Report  狀況報告

Output Channels 
輸出通道

• 1 channel for Single Color 
• 2 channel for Colour Temperature Adjustment Version 

Output Voltage / Per Channel 
輸出電壓/每通道

• 18V-36V DC
• 9-20V DC

Output Current
輸出電流

• Max 350mA @ 18V-36V DC
• Max 550mA @ 9-20V DC
• Smart programming setting to adjust the constant current output 200mA-500mA constant current
• 智能編程設置可調節恆流輸出200mA-500mA恆流

Output Rated Power 
輸出額定功率

• 15W max per Channel 每通道最大15W
• 2 x7.5W max for 2 Channels  2每通道最大7.5W每通道

Input Voltage 
輸入電壓

200-240V AC

Frequency Range
頻率範圍

50/60 Hz ± 5%

Power Factor (Typ.)
功率因數

> 0.7 @ 230VAC

Efficiency (Typ.)
效率

> 83% @ 230VAC full load

AC Current (Typ.)交流電流（典型值） 0.1A @ 100VAC

Inrush Current (Typ.)交流電流（典型值） COLD START 6A max. at 230VAC冷啟動最大6A 在230VAC

Zigbee Wireless frequency and transmit power
Zigbee無線頻率和發射功率

2,4 GHz ( 2400,0…2483,5 MHz) +20dBM ZigBee transmit power

Antenna Radio Protocol
天線無線電協議

IEEE802.15.4 / ZigBee Pro Meshnet

Max Transmission distance
最遠傳輸距離

• Internal Antenna: 30 meter without isolation location 
• 內部天線：30米在無隔離位置

OTA (On The Air Upgrade)
無線軟件升級

YES 

Power consumption Stand-by
待機功耗

<1.0W

Protection
保護

• Short Circuit Protection 短路保護
• Over Voltage Protection 過壓保護
• Over Temperature Protection過壓保護

MTBF (Mean Time Between Failures)
平均故障間隔時間

• 100K hrs min. @ 230VAC full load and 25℃ ambient temperature
• 最短100K小時 @ 230VAC滿載和25°C環境溫度

Operating Ambient temperature
工作環境溫度

(Ta)-20°C to 60°C

Max. housing temp.
最大外殼溫度

(Tc) 85°C

Relative humidity
相對濕度

10% to 90% non-condensing

Protection class
保護等級

IP20 - (IEC 60529)

Housing Material
外殼材料

Polycarbonate (matte white)聚碳酸酯（啞光白）

Dimension  尺寸 Dia 65x 25mm
 

Net Weight / Gross Weight 
淨重毛重

65g

Certification Standard
認證標準

• Safety Standards : EN60950-1:2013; EN62479:2010; EN301 489-1 V1.9.2 ; EN301 489-17 V2.2.1 ;
• EN300 328 V19.1 ;  AS/NZS CISPR15 :2011 EN61347-1:2015 , EN61347-2-13 : 2014
• EMC Emission: EN55015:2015 , EN61000-3-2: 2014, EN61000-3-3:2013 , EN61547:2009 
• SAA Certificate : AS/NZS IEC61347.1:2013 ; AS/NZS61347.1:2002
• Radiated emission : FCC Part 15C

Country of Design 設計國家 United Kingdom 英國

Country of Origin 產地 PRC 中國

Warranty Period 保修期 3 Years 3年

Certification
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Project Fixture# Date 

Firm 

Ordering Information
Choose the option that suits your need and write its corresponding code on the appropriate line to form the product code.

Example product code: INNO503-36-1C

INNO812 - - -

Output Voltage Output Channels

Output Voltage Output Channels

Code Description Code Description

36 18-36V DC 1C Output Channels x 1

20 9-20V DC 2C Output Channels x 2

Accessories

Gateway- NANO INNO-SENSOR-826 INNO-SENSOR-823 INNO610 Z501-Z Z501-CZ Z501-S Z501-CS
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Technical Drawing

Unit: mm
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INNO812
ZigBee Smart LED Driver-Constant Current
Part NO.: INNO812-20-1C-IA
Antenna Radio Protocol: IEEE802.15.4 / 
                                        ZigBee Meshnet
Input : 100-240VAC 0.2A 50/60Hz
Output: 18-36Vdc  Max 350mA 
Output Power: 12W Max
PF: >0.7 @ 230VAC
Ta= 60°C Tc= 85°C * For LED Modules Only 
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 Design in UK and Made in PRC
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